MiRoW Drillhead Specifications

P DRILLHEAD 18120028 Weight 556 Kg (1225 Lbs)
P Hydraulic Chuck, 9 jaws, spring closed, Hydraulic assist to open
Max Rod Size 114.3 mm (4-1/2")
Axial Thrust Capacity 15123 daN (34000 Ibf)

Low Gear Ratio 6.6-1 Primary Gear Drive Sleeve Gear
# of teeth 20 132
Motor RPM 1500 227
High Gear Ratio 3.75-1 Primary Gear Drive Sleeve Gear
# of teeth 32 120
Motor RPM 1500 400
B20 DRILLHEAD 18120008 Weight 340 Kg (749 Lbs)

12 HH Hydraulic Chuck, 9 jaws, spring closed, Hydraulic assist to open
Max Rod Size 88.9 mm (3-1/2")
Axial Thrust Capacity 11565 daN (26000 Ibf)

Low Gear Ratio 5.4-1 Primary Gear Drive Sleeve Gear
# of teeth 20 108
Motor RPM 1500 278
High Gear Ratio 3-1 Primary Gear Drive Sleeve Gear
# of teeth 32 96
Motor RPM 1500 500
B15 DRILLHEAD 18120011 Weight 265 Kg (585 Lbs)

12 HH Hydraulic Chuck, 9 jaws, spring closed, Hydraulic assist to open
Max Rod Size 88.9 mm (3-1/2")
Axial Thrust Capacity 11565 daN (26000 Ibf)

Low Gear Ratio 4.36-1 Primary Gear Drive Sleeve Gear
# of teeth 22 96

Motor RPM 1500 344

High Gear Ratio 3-1 Primary Gear Drive Sleeve Gear

# of teeth 29 89

Motor RPM 1500 500




